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Sounderaft is a trading division of Haman Intermational Industies Ld .

End User means the person who first puts the equipment into regular operation.
Dealer means the person other than Sounderadl (if any) from whom the End User
purchased the Equipment, provided such a person is authorised for this purpose by
sounderalt or its accredited Distributor,

Equipment means the eguipment supplied with this manual,

If within the perod af twelve months fram the date of delivery of the Equipment

to the End User it shall prove defective by reasan only of faulty matenals and/or
workmanship to such an extent that the effectivenass and/or usability thereol is
matenally affected the Equipment or the defective component should be returned to
the Dealar or 1o Sounderaft and subject to the fallowing conditions the Dealer or
Soundcraft will repair or replace the delective components. Any componants
replaced will Become the property of Sounderafi,

Any Equipment ar camiponant retumed will ba at the risk of the End User whilst in
transit (both to and from the Dealer or Soundceraft) and postage must be prepaid.

This warranty shall only be valid if:

al the Equipment has been propery installed in accordance with instructions
contained in Sounderaft's manual; and

1) the End User has notiied Soundcraft ar the Dealer within 14 days of the
defect appearing; and

) N persans ather than avthorsed representatives of Soundcraft or the Dealer

have effectad any replacement of parts maintenance adjustments of repairs
to the Equipment; and

d) the End User has used the Equipment anly far such purposes as Soundcraft
recommends, with only such operating supplies as meet Soundcraft's
specifications and otherwise in all respects in accardance with Souncderaft’s
recommendations,

Defects arising as & result of the following are not covered by this Warmranty: faulty or
negligent handling, chemical or electro-chemical or electrical influences, accidental
damage, Acts of God, neglect, deficiancy in electrical power, ai-condilioning or
humidity cantrel.

The benefit of this Warranly may not be assigned by the End User,
End Users who are consumers should note their rights under this Warranty are in

addition to and do not affect any other rights to which they may be entitled against
the seller of the Equipment.
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IMPORTANT SAFETY INSTRUCTIONS

CAUTIONS

To avoid the risk of fire, replace the mains fuse only with the comect type and value
fuse, as marked on the botlom of the product.

ATTENTION: - Afin de réduire le risque de feu remplacer seulement avec fusible de
mEme type.

MAIMS VOLTAGE SELECTION
This setting is NOT User Adjustable,
The units are capable of operating at either 230V AC or 115V AC mains voltages £10%.

REPLACING MAIMS FUSE

Remaove the mains lead from the connector, Use a small screwdriver to unscrew the
fuze carrier from its lacation to the left of the mains power connectar. Chack the fuse is
of the correct type and valug and replace if necessary; also ¢heck that the voltage
selection as marked on the rear panel is correct for the mains supply level before
switching the unit ON again,

If the mains fuse fails repeatedly this may be because an electical safety hazard
exists, The unit must be taken out of service and referred to the Sounderaft dealer from
where the equipment was purchased,

THIS UNIT MUST BE EARTHED
Under no circumstances should the mains earth be disconnected from the mains lead.

ATTENTION: - Cet appareil doit &tre branché 3 la temre,

The wires in the mains lead are coloured in accardance with the following cade:
Replacement Part No: FIB016 (UK) : FIBOLT (EU) : FIB01E (U5 & CAN)

UK & EU US & CAN
Earth / Ground: Green and Yallow Green and Yellow
Meutral: Blue White
Live: Brown Black

A5 the colours of the wires in the maing lead may not corespond with the coloured
markings identifying the terminals in your plug. proceed as follows:

The wire which is coloured Green and Yellow must be connected to the temminal in the
plug which is marked with the lettar E or by the earth / ground S}fmhol:@?_)

The wire which is coloured Blue or White must be connected to the terminal in the plug
which is marked with the letter N,

Tne wire which is coloured Brown or Black must be connectad to the terminal in the
plug which is marked with the letter L.

Ensure that these colour codings are followed carefully in the event of the plug being
changed.

Do nal install near any heat sources such as radiators, heat resistors, stoves, or other
apparatus (including amplifiers) that produce heat.
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Do not use this apparatus near water, The apparatus must not be exposed to dripping
or splashing. Objects containing liquid must not be placed an the apparatus.

The disconnect device is the mains plug or the appliance connector: either ane must
remain accessible so as to be readily operable in use,

Do nat defeat the safety purpose of the polanzed or grounding type plug,

A polarized plug has two blades with ane wider than the other, A grounding type plug
fas two blades and a third grounding prong. The wide blade or the third prong ane
proviced for your safety, When the provided plug doesnot it into your oullet, censult
an electrician for replacement of the absolete outlet,

Protect the power cord from being walked on or pinched particularly at plugs, convan-
ience receptacles and the point where they exit from the apparatus,

Only use cables and hardwane specified by the manufacturer,
Unplug this apparatus during lightning storma or when unused for long periods of time.

Refar all servicing to qualified service personnal, Senvicing is raquired when the appa-
ratus has been damaged in any way such as power-supply cord or plug is damaged.,
liquid has been spilled or objects have fallen into the apparatus, the apparatus has
been exposad to rain or moisture, does not operate namally or has been dropped.

Itis recommended that all maintenance and service on the praduct should be caried
out by Sounderaft arits authorised agents, Soundcraft cannot accept any liahility what-
soever for any loss or damage caused by service, mainténance ar repair by unauthor-
ised parsonnel.

If & trolley is used, use caution when maoving the trolley / apparatus combination to
avoid injury from lip-over,

CAUTION

RIS QF FLECTNIG SHOCK
Do HOT OPEN

AVIE RISOUE DE CHOC ELECTRMIVE
« NE PAR OUVAIR

WARNINGS

Read thesa instrugtions.
Keep these instructions,
Heed all warnings.
Follow all instructions,

This unit containg no wser serviceable parts, Refer all servicing 1o a qualified sevice
engineer, through the appropriate Sounderaft dealer.

Clean the apparatus only with a dry cloth.

DO MOT block any of the ventilation openings. DO NOT install where air cannal flow over
the rear of the unit, DO Install in accerdance with the manufacturers instructions,
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Overview

s

N -ﬂ'

e R 1 [
BN L

=l PME

EEEE JES=SEXIXE)

¢ Soundcraft

-~

oy

To get you warking a5 fast as possible, this manual begins with a 10 second tutorial. Here you can find quick information on any faature
of the console, and a page reference whera you can find a morg detailed explanation,



¥ INPUT CHANNEL FADER This 15 usad to control the level ted to the Mix Bus and past-tade sends
@ MiX OUTPUTS (XLR) Connect these to your analogue recording device, or to your amplification system

@ MIX INSERTS (%:" Jack) This is & pre-fade break in the signal path which can be used to feed a dynamics or
mastening device, The signal is sant from the tip of the jack plug and the return path
comes back in on the ring of the jack plug

@ MONITOR 0/Ps (V4" Jack) These are used to feed your monitoring system, This can be directly connected to
powered monitors, or indirectly via an amplifier 10 standard monitors

@D VASTER FADERS These faders control the overall level of the mix bus

@ MAIN METERS These show the level of the mix outputs, When the SOLO LED is Iit, the meters show
the level of the signal sourced

@ MONITOR CONTROL This controls the level of the signal sent to your monitoring system

@ PHONES CONTROL This controls the level of the signal sent to the headphones jack socket

@ AuX oUTPUTS (%" lack) Thess two outpuls can be used to send the channel signal to an FX unit or an artist's
monitors (headphones/in-ear/stage monitors). Aux 182 are switchable pre/ post
fade

@ AUX CONTROLS These two switches globally switch the AUXT and AUXZ feeds respectively, on all the
input modules to be either pre or post-fade

& STEREO INPUTS (V4" Jack) These two inputs can be used to connect line level stereo inputs from Keyboards,

sound modules, samplers, computer based audio cands ete. These inpuls pass
through a normal channel stip, with EQ, Auxes and & Balance control

€D pLAYBACK INPUTS (RCA Phono) Here you can connect the playback from your recording device

@ PLAYBACK CONTROLS Use these o control the playback signal, The MONITOR PLAYBACK switch sends the

signal to the monitor outputs and phones, whilst the PLAYBACK TO MIX switch sends it
o the main mix

@ RECORD OUTPUTS Here you can cannect the input to your recording device

@ PHANTOM POWER Press this to switch the phantom power (48Y) on for condensar microphones
WARNING: Do Mot apply Phantom Power before connecting a microphone

@ HEADPHONES (4" Jack) Plug your headphones into this socket









































































































